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APFROI'AIS : PRODUCiti:; PIPlT CANCELS: " J 5503 1: 
SEATTLE DATE: Test Batch ll 

'I 
Bt.TLLETI~i DESCR.IFTiml "' POUNDS G_.l#LLJ::3 i 

"' ' ' 
!,!,2 Talc Westal 202 700 I 

. j 
441 * Mono 90 Clay 100 ., 

Limestone - Whiting #· 
l 

'220 f q [" 500 l 
' 

446 Titanium Pigljlent 75 : 
' 

040 Asbestos 7D-l 100 

245 Thickener 10 

350 Monsanto KGR 40 

330 Polyvinyl Alcohol 10 

026 Ammonium Pentaborate 3 

453 Preservative ( Dowicil '75) 2,5 

074 Burnt Umber 0.13 2 oz. 
-

324 Styrene Aggregate 55 110 cu.f-:. 

,;c·.>;;el Clay 50 

Clay Hydrite l.!P 400 

Defoamer PD-1 
.;!'. ,, 
~ 

TOTAL-------------- 2047.63 

MANVFACTUHING INSTRUCTIONS: 

l. See Process Bulletin No. J-4 
2. Dry Blend for a minirnu.rr1 of 12 minutes. 
3. Packaee 32 lbs. minimum per bag. 

QUALUX CmiiROI,: 

TM-lB Viscosity, cc per 100 gH1 to give 6" 
diameter potty 185 - 210 cc 

TM-JA Bond Equal to Stand<1rd 

~'NOTE: Mono 90 clay and H-C Talc are the same item. 
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